
STOP 



Early Journal Content on JSTOR, Free to Anyone in the World 

This article is one of nearly 500,000 scholarly works digitized and made freely available to everyone in 
the world by JSTOR. 

Known as the Early Journal Content, this set of works include research articles, news, letters, and other 
writings published in more than 200 of the oldest leading academic journals. The works date from the 
mid-seventeenth to the early twentieth centuries. 

We encourage people to read and share the Early Journal Content openly and to tell others that this 
resource exists. People may post this content online or redistribute in any way for non-commercial 
purposes. 

Read more about Early Journal Content at http://about.jstor.org/participate-jstor/individuals/early- 
journal-content . 



JSTOR is a digital library of academic journals, books, and primary source objects. JSTOR helps people 
discover, use, and build upon a wide range of content through a powerful research and teaching 
platform, and preserves this content for future generations. JSTOR is part of ITHAKA, a not-for-profit 
organization that also includes Ithaka S+R and Portico. For more information about JSTOR, please 
contact support@jstor.org. 



UNITED STATES. 



MUNICIPAL ORDINANCES, RULES, AND REGULATIONS 
PERTAINING TO PUBLIC HYGIENE. 

[Adopted since July 1, 1911.] 

ORANGE, N. J. 

PLUMBING WORK— BY WHOM TO BE DONE, CONSTRUCTION AND MATERIALS. 

13. No person except a master plumber who has complied with all requirements of 
the sanitary and plumbing code of this board and all supplements and amendments 
thereto, or a person who, under such master plumber's direction, is employed or com- 
missioned to do plumbing work, shall perform any plumbing work within the city of 
Orange, under penalty of a fine of $50 for each and every offense. 

19. Section 103 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"103. All horizontal drains within buildings shall be of extra heavy cast iron, with 
calked leaden joints or galvanized wrought-iron screwed joints, and shall be so located 
as to be readily accessible for inspection. Such drains shall be securely hung on the 
cellar wall or properly suspended from the cellar ceiling unless this is impracticable, 
in which case it must be laid in a trench, cut at a uniform grade. The drain shall have 
a fall of at least one-quarter inch to the foot, and more if possible. When a pipe passes 
under a wall of a building there shall be a relieving arch to prevent the pipe being 
broken by settling of the foundation. Said drains shall be provided with openings 
for cleaning purposes, the same to be closed by screw plugs." 

20. Section 104 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"104. The use of a trap in the house drain is left optional with the board of health. 
When such a trap is used it must be placed on the house drain at an accessible point 
near the house wall. This trap must be furnished with a handhole for convenience 
of cleaning, the cover of which must be properly fitted and made gas and air tight. 
Every trap so used shall have an inlet for fresh air, not less than 4 inches in diameter, 
entering on the house side of the trap and leading to the outer air, opening at some 
place shown on the approved plan not less than 10 feet from the nearest window." 

21. Section 106 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"106. All drain, soil, waste, vent, and supply pipes shall be as direct as possible, 
protected from frost, and readily accessible for inspection and convenience in repairing. 

"Main vent pipes shall be reconnected to mam soil or waste pipes by a Y branch 
below the lowest fixture, and in such a manner as to prevent the accumulation of rust. 
This does not apply where there are fixtures on one floor only and no fixtures on floors 
above or below. One sink or basin may be connected to the main vent just above 
the lowest intersection, so as to flush out same." 

22. Section 120 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"120. Every fixture shall be separately and independently ventilated, with the 
exception of the last fixture entering a direct line which runs through the roof or inter- 
sects a main vent. Such a fixture will not require back venting, provided it is within 
5 feet of said stack. The back venting of siphon-jet water-closets may be omitted in 
alterations and additions to old plumbing only and when they are placed within 5 feet 
of a line of soil pipe 4 inches or more in diameter which passes directly through the 
roof. Urinal platforms, if connected to drain pipes, must also be properly trapped, 
and a supply of water so arranged as always to maintain the seal of said traps. In no 
case shall the waste from a bathtub or other fixture be connected with a water-close 
trap." 
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23. Section 124 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"124. All water-closets must be supplied with water from separate tanks or cisterns, 
the water of which is used for no other purpose; provided, however, that flushometers 
of approved type without the use of a tank may be installed in instances where a special 
permit shall be granted by the board of health. A group of closets on the same floor 
may be supplied from one tank. Pan closets and hollow plunger closets are pro- 
hibited." 

24. Section 126 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"126. Water-closets, when placed in the yard, must be so arranged as to be conven- 
iently and adequately flushed, and their water-supply pipes and traps must be pro- 
tected from freezing. The compartment of such water-closets must be ventilated by 
means of slatted openings in the doors and roof. No antifreezing closets shall here- 
after be installed except by special permit of this board. Where a water-closet is to 
be placed outside of a building the tank must be placed inside the building, so as 
not to be liable to freezing, and the flush pipe extended thence to the water-closet." 

25. Section 127 of the ordinance to which this ordinance is a supplement is hereby 
amended to read as follows: 

"127. Each fixture shall be separately trapped, except as provided in section 115 
of this code. Traps must be placed as near the fixtures as practicable, and in no case 
shall a trap be more than 2 feet from the fixture. Each and every trap shall be ven- 
tilated, except as provided below, either by a special vent pipe of suitable size ex- 
tending at least 2 feet above the highest part of the roof of the house, or into a special 
pipe erected for ventilating purposes only, in which case the diameter of the special 
vent pipe must be 3 inches when the vent pipes from seven or more fixtures are con- 
nected thereto. Antisiphon traps approved by this board may be used on bathtub 
waste pipes and the vent pipe omitted, but the use of these traps on all other fixtures 
is prohibited except where their use is necessary or advisable, in which case a special 
permit from the board of health must be obtained. No vent pipe shall be attached 
to any porcelain vent horn provided upon water-closets, and the use of rubber con- 
nection or connections of like material shall not be used on any sewer-connected 
pipes." 

26. Any person failing to comply with or violating any of the provisions of this 
ordinance for which no specific penalty is provided shall forfeit and pay a penalty of 
$10 for each and every offense, and each and every day that such noncompliance with 
or violation of any of the provisions of this ordinance shall continue shall be deemed 
to be a separate offense. 

27. All ordinances and parts of ordinances inconsistent herewith are hereby repealed. 
[Ordinance, board of health, adopted Oct. 2, 1911, as a supplement to the Sanitary 

and Plumbing Code adopted Dec. 1, 1900.] 

SANDUSKY, OHIO. 

PLUMBING. 

Sec. 1. (a) No person shall hereafter follow, engage in, or work at the trade or occu- 
pation of plumbing in the city, either as a master plumber or journeyman, until he 
shall have first procured a license therefor in accordance with the provisions hereof. 

(b) Any person desiring to follow, engage in, or work at the trade or occupation 
of plumbing in the city, either as master plumber or journeyman plumber, shall make 
application to the inspector of plumbing and shall, at such time and place as said 
inspector may designate, undergo such examination as to his qualifications and com- 
petency to do such work as the said inspector of plumbing may designate. 

(c) Said inspector of plumbing shall examine applicants for a master plumber's 
license as to their practical and theoretical knowledge of plumbing, house drainage, 
and ventilation, and also as to their ability to lay out plumbing work. All applicants 
for a journeyman plumber's license shall be by said inspector examined as to their 
practical knowledge of and mechanical competency in the performance of plumbing 
work. All applicants, whether for a master's or journeyman's license, shall be exam- 
ined as to their knowledge of the ordinances of the city and orders and regulations of 
the board of health regulating such work. If satisfied of the competency of the appli- 
cants from such examinations, the said inspector shall so certify to the city auditor, 
and said city auditor shall upon payment by the applicant into the city treasury of the 
license fee and the execution and delivery of the bond if a license fee and bond are 
required, in accordance with section 2 hereof, issue to such applicant a license in 
accordance with such certificate authorizing him to follow, engage in, or work at the 



